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INTRODUCTION

This is a Lrief collection of abstracts on a ariety of
recently noted R & D ioplcs fromthe Soviet technical and popular
press. Items were sclected as being of topical interest, but not

necessarily covered in the assigned subject arezs of this contract.
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A. Abstracts

Bunkin, F. V. Optothermodynamics: a new

direction in laser physics. ZhETIE P, v. 19,
ne. S5, 1974, 202 -305,

The correlation between laser pulse shtape and its desired
cffect on a given target material has been treated in s>me specific cases

(see for example Gurvich, Effects of High Power Lasers, No, 2, 1973, p.

114). More recently the question of pulse shape has become critical in the
problem of laser heating and compression of a target plasma to achieve
thermonuclear fusion. Inthe present paper the author investigates the more
general case of programming a laser waveform so as to achieve a desired
changc in state of the tarpet material with the greatest economy in net

pulse energy. The implication is that a wide range of laser-induced
reactions may thus be attainable at easily rcached energy levels, without

the technical demands of very high power systems.

The author postulates an optical method for transforming a
substance to a supercritical state, specifically within the neighborhood of
a given critical peint. Laser radiation is assumed to be focusedon 2
liquid of known absorption coefficient and equation of state V = V(p, T),
where V = unit volume. The effect is confined to a cylindiical liquid element
in the focal region, of length L >> radius, a. The question then is to
determine the laser pulsce form required to convert the element from

its iniiial state (po, Vo)to a given final state (pl, Vl).

The problem is illustrated in the p-V plane of Fig. 1, in which
the solid curves are isotherms. Secveral possible routes from initial O
to desired K (encircled) are indicated, i.e. O2AK, OBK, OCK, or CC'K,
Paths OBK and OC'K, having maxima, evidently would require a higher

pulse energy. The author examines the path OAK, comprising isochoric

segment OA and isobaric segment AK, and arrives at approximate expressions




Fig. 1. Possible mndes for laser excitation
of a liquid,

for laser energies WOA and WAK required for cach segment, assuming that
total reaction time is substantially less than overall pulse width, «. For
path OAK of Fig. 1the laser pulse should thus have the energy profile

shown in Fig. 2.
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Fig. 2. Pulse cnergy form for path OAK in Fig. 1.




A numerical example is given for converting ethyl alcohol

from a normal state (VO 21,26 cm3/_¢, Bhy & 1 atmn, To =2 )3°K) to a

supercritical state whcrch = SZOOK, Py © 66 atm, and V1 = Vcrit' The
: - = -8 . W ,
resulls give energy WOA as 0;1 i» toa T 4x10 " sec, wAK = 20 j, and

overall pulse width ¢« = 4 x 10"' sec. As Bunkin points out, the energy
levels involved in such a case are not very high, so that in the practical
case economy of pulse energy is not so much the concern as the feasibility

of generating a given pulse shape.

Other applications of optothermodynamics are suggested,
including high-pressure studies of artificial minerals, optical generation
of acoustic signals in liquids, and studies of laser effects on superconducting

transitions in alloys.

Ginzburg, V. M., and V. M. Meshchankin. A

holographic radar with three-dimensionai electronic

scanning. RiE, no. 1, 1974, 148-153,

The authors establish the theoretical feasibility of a 3-D
holographic radar using conventional r-f wavelengths., The system is based
on a plane phased transmitter array as in Fig. 1, where for simplicity

only one coordinate of the system is shown.

Constraints on radiator element spacing are given, and expressions
arc derived for complex signal return in ter.ns of target range, phase shift
and other transmitter parameters. With real and imaginary components of
the complex return signal displayed, the system would provide phase
variation as well as amplitude variation of a target. Another possible

variant of Fig. lis aiso shown,
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Fig. 1. Holographic radar.

1- target; 2- transmitter array; 3- signal
gencrator; 4- receiving antenua; 5- divider;

6- mixer; 7, 8, 9- phase shifters; 10~ synchronizer;
11- sweep generator; 12- phase shift control;

13- squaring ciscuits: 14- scanning circuit, output
to CRT modulator.

As with any such holographic system the useful range is limited
to the Fresnel zone; however the resolution obtainable in this limited range
could be quite good compared to a standard pulsed radar. The authors
give a hypothetical example for their system assuming ) = 1 cm, antenna
array width = 3 m and a target range = 50 meters; this would give a
target dimensional resolution = 30 cm and range resolution = 3 m, which is

stated as unattainable with the usual pulsed radar.
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Shmelev, V. Germanium in a cyclotron

tandem. Khimiya i zhizn', no. 12, 1973,
p. 61.

In a recent effort to synthesize superheavy elements,
scientists at the Laboratory of Nuclear Reactions of the Joint Institute
of Nuclear Research reporiedly accelerated multicharged germanium ions
to 8.2-9.2 MeV energy per nucleon in a tandem cyclotron arrangement.
The ions passed first t:~-..gh the larger cyclotron, then were stripped
and accelerated to their final energv in the smaller. The ion beam
intensity at the final radius oi the smaller cyclotron was 1010 particles/sec.
The accelerated 76Gc ions are intended to be used in a nuclear reaction viith
238Pu to produce the 310 isotope of the element 126, the most likely stable

element of the hypothetical island cf stability.

Development of the climatron. Rabochaya

gazeta, April 2, 1974, p. 3.

A brief description is given of the impending construction of
the climatron, a 30-meter tall glass enclosed complex with a variety of possible
internal climatic conditions. Developed by scientists at the Main Botanical
Garden and a team of architects from Mosproyect-Z, the climatron is due

for construction within a few years.

The building will have the following three sections with
differing climates: humid tropical, humid and dry subtropical, and desert.
Facilities will be included for generating fog, rain and other weather conditions.
Project scientists plan a large exposition of world-wide flora in the climatron,
and foresee up to 2,000 types of plant growth, many for the first time under

glass.



Basov, Yu. G., V. K. Korovkin, G. M,
Panchenkov, and R. U. Utirov. Photo-

chemical separation of isotoves. IAN
KirgSSR, no. 2, 1973, 53-59,

This is a review of theoretical and experimental research on
the title subject, mort of the theoretical research reviewed being papers in

Soviet sources published in 1969-70 by Yu. Basov et al.

The authors believe there is a possibility of a nearly 1C0%
isotnpe separation from the effect of radiation, under certain conditions
which are cited. Calculation of the separation factor & shows that a significant
separation can be achieved, if the difference in excitation frequencies of
two isotopic molecules approaches the spectral line width of a selected light
source at the excitation frequency of one isotope molecule. The isotope effects
in photochemical reactions are compared with these in electric discharge-induced
reactions in the gas phase. The photoabsorption and photodissociation
mechanisms of chemical reactions are described, and the isotope effects from
photoabsorption in gases are evaluated. The evaluations indicate high « values,
e.g. 1.10-1.22 for hydrogen isotopes, in contrast to & values as low as 1.02 -
1. 04 for photodissociation. The review of numerous non-Soviet experimental
studies showed good results obtained by electron spectral excitation, e. g.

in separation of Hg isotopes.

Analysis of the reviewed data frora the literature led to the
conclusion that application of the photocheinical method shows promise with
respect to a complete isotope separation of many elements. Procedural
simplicity and a great efficiency are the main advantages of photochemical
separation. The problem of providing a resonant source at different excitation

wavelengths is seen as solvable either by use of a laser or an optical source

filled with a molecular gas of onec of the isotopes.

.
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Basov, Yu. G., B. U. Utirov, and V. K.
Korovkin. On the possibility of photochemical

separation of isotopes. ZhFKh, no, 2, 1974,
342 -345.

Three conditions necessary for a substantial isotope
enrichment by monochromatic irradiation are examined in terms of their
effect on the isotope separation factor &. The first condition for preferential
excitation of only one isotope is given by the & formulation as the ratio of
the excitation rate constants of two isotope particles to the i-th quantum level.

1 1"
The rate constants ki and ki are determined from the Pauli equation.

The second condition is that the optical absorption frequencies
of two isotopes be sufficiently different. In this case, ¢ is calculated as the
rravio of the absorption line width of the resonance excited isotope to the
difference of resonance frequencies of the two isotopes. Third and most
important is the condition of the chemical reactivity of the selectively excited

isotope. This condition can be verified by calculating & as the ratio of the

reaction ratc constants of the two isotopes with a third reactant. In an open flow

system, an additional condition for complete separation is that the reaction
rate constant of the excited isotope is equal to the flow rate of this isotope at

normal temperature and pressure.

The use of laser radiation in photochemical separation of
most isotopes is considered difficult because dissociation activation energy

of many gas molecules is too great to allow their breakdown by visible or IR

laser radiation. The high a values obtained in early experiments with separation

of Hg isotopes by means of light sources filled with one of the Hg isotopes

are supported theoretically. The experimental fact that « obtained in

isotope separation using nonresonance radiation is mwuch greater than «

of isotopes in an electrical discharge is explained by the difference in velocity

distribution function of photons and electrons.
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Ambartsumyan, R. V., V. L. Letokhov, G. N.
Makarov, and A. A. Puretskiy. Lasecr scparation

of nitrogen isotopes. ZhETF P, v. 17, no. 2,
1973, 91-94.

This paper describes the first highly efficient experimental

separation of isotopes with the use of laser radiation, in which separation of

14N from 15N was achieved by a two-step selective photodissociation of

14NH3 and 1SNH?’ molecules. The experiments are described in which the
947.74 cm = radiation from a transverse discharge, tunable CO, laser selectively
excites the 1=~ 0 vibralional transition in 15Nl—I3 molecule and simultaneously the
45351 cm-l UV radiation from an eclectric discharge in air dissociates the
vibrationally -excited lSNH?’ molecule. The laser pulse energy was 60 mj, the
pulse half-width 300 nsec, and the UV pulse duration, 400 nsec. The 1:1

miture of 14NH3 and 151\11{3
dissociation mechanism of the vibrationally excited molecules is explained. The

[=4
experimental 129/130 ratio of the mass spectral lines of 14NISN and l')N

was irradiated at 20 torr pressure. The photo-

molecules in the product of selective photodissociation was found to be 0.5 +
0.05 versus 2 + 5% for nonselective dissociation (without laser radiation). The
15N isotope enrichment factor was calculated to be 4, i.e., an N2 molecule
in the product contained 80% 15N and 20%l 4N atoms, as opposed to the equal
concentrations of these atcms in the starting NH3 mixture. The intensity of
the UV source and the irradiation time are the main factors deterinining the
number of the photodissociated 15NH:,’ molecules. The dissociated level of

NH., molecules in this case is given as a few percent.

3




Ambartsumyan, R. B., V. S. Letokhov, G. N.

Makarov, and A. A. Puretskiy. Nitrogen isotope

separation by two-step selective photodissociation
of ammonia molecules. DAN SSSR, v. 211, no. 2,
1973, 3065-268.

This is an expanded report on separation of 15N fE¥eam 141\7

isotopes by applicaiion of the title method. The expansion includes selective
T4 1

5
photodissodati(m of a 1:1:2 mixture of N’ 113-N "H3-02 at a total 40 torr

pressure, in addition to the photodissociation of the 1il mixture of N 113-

5
NIJH which was described earlicr by the authors (see foregoing paper).

3

The mass spectra of N, in the products of a two-step selective

photodissociation of a 14NI—'.:,’-lsNH?,-O2 mixture show that only t! e Lo lire

15 - : | !
increases. The ~N enrichment factor is therefore higher than 207, i.e.

the N2

interpreted in terms of buffer and NH, radical acceptor cffects of O,, which

decrease the vibrational energy transfer from 15NH3 to 14NH3, and hence

in the product contains at lcast 95% of 15N atoms. This result is

increase the selectivity of photodissociation to nearly 100%. In contrast,

measurements during laser pumping of the l‘JtNH:,,-lSNH?, mixture indicate that

20% of the vibrational energy absorbed by 15NH3 is transferred to 14NI—I3
molecules. About 20% of the 14NH3 molecules are photolissociated as the
result of this transfer in the 14NH?’-ISNH3 mixture.

Belenov, E. M., Ye. P. Markin, A. N. Orayevskiy,
and V. I. Romanenko. Isotope separation by infrared

laser radiation. ZhETF P, v. 18, no. 3, 1973, 196-198.

This is a theoretical treatment of the problem of medium-to
heavy-mass isotope separation using infrared laser radiation to selectively
stiriulate a chemical reaction. It is assumed that the laser radiation frequency

coincides with that of the 0—1 trensition of one isotope in a mixture. Kinetic

-
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equations are developed which describe population shift betwecen molecular

levels, taking into account the v-v relaxation process. Soluticn of the set
of kinetic equations in the case of a conceniration Nl of type 1 molecules >

N, of type 2 molecules led to the formula

which gives the ratio of the reactionmtes of two isotopes as the function of

' the reaction activation energy ¢, translational temperature T, and vibrational
frequencies V, and vV, of the two isotopic molecules. Egq. (1) shows that the

! y(z) and 7(1) values can be very significant in reactions with a high ¢ and a

g " small T. An example of calculation gives )/(2) = 10 y(]) for a difference of

: isotope masses Am/m =1/20; ¢ =2 ¢eV; T = 300° K; and hv = 0.1 ev for a

] (’02 laser. This example illustrates the possibility of an efficient isotope
[ separation by a laser-stimulated selective chemical reaction. The separation
is however conditional on a sharp difierence between vibrational temperature

of the excited molecular inode and T at energy = ¢.

i Demchenko, P. A., L. I. Krupnik, and

N. G. Shulika. Propagation of dense plasma

fluxes in metallic plasma guides. ZhTI", no.

12, 1973, 2535-2559.

Results are given of an experimental study of dense plasma
fluxes propagating along metallic cyliindrical plasma guides or liners, as
compared with a freely evparding plasma in the absence of a magnctic fieid.
In the case of propagation in cylindrical plasma guides the mean free path
X of plasma charged particles with respect to Coulomb interactions was

much shorter than the plasma guide cross-section dimension D = 10 cm.

=10=




‘The experimental apparatus is described. Accelerated hydrogen plasmoids were
zencrated by a conical plasma injector, then injected into a vacuum

chamber directly or through a plasma guide.

The results show a sharp difference in plasma structure
among the cited configurations. The plasma flux propagating in the cylindrical
plasma guide exhibits a complex structure due to interaction with the metallic
walls. A dense plasma boundary layer with a low ionization forms at the
wall, having a total particle density many times that at the system's axis.

The practical importance of this findiag is stres sed.

Rudenko, O. V. Parametric interaction of

traveling acoustic waves. Akusticheskiy zhurnal,

no. 1, 1974, 108-1l11.

A simplified solution is obtained for the Burgers equation
which describes sound propagation in a nondispersive medium, with
allowance for three-wave parametric interaction and absorption. Spectral
analysis, in approximation of a degenerate parametric system Wy = w, w, =
w, = w/2, is used to describe the initial parametric process, when pump
wave (u.:3) attenuation can be neglected. The resulting set of two simplified
equations shows that maximum gain is achieved at the initial phase shift
5(0) = m/2 and high acoustic Reynolds numbers Re = Copovolbw. Under these
conditions, nonlinear effects are the strongest and pump enecrgy is transferred

into a subharmionic most effectively.

A graphical method is then applied to the entire interaction
process; it is shown graphically that, at an initial signal amplitude Vl(O) = Qu2
and S(0) = 7/2, the initial asymmetry of the wave profiles is increased and
the initial wave is converted to a sawtooth wave at w/2 fundamental frequency.
At VI(O) = 0.2 and S(0) = 0, symmetrical fronts arc formed. The graphical
analysis shows variations of the pump and signal wave amplitudes V3/Tr(2)

and Vl(TI/Z) in both cited cases.

-11-




Merzhiyevokiy, L. A., and Yu. [. Fadeyenko.

Rupture of a liquid-filled thin wall pipeline

from rmeteoritc imnact. Kosmicheskiye
I3

issledovaniya, no. 9, 1973, 944-951.

Experiments with simulated meteorite impact on
pipelines of a spacccraft are described, and the results are analyzed
using empirical forrnulations for the rupture mechanism of metallic
plates. The formulas are derived on the basis of existing literature,
including the authors' own data.

In tae simulation experiments, C.3 o 2 mm thick duralumin
or steel tubes, filled with water, were bombarded with 0.8-2.5 mm diam.
steel pellets irnpelled by a hollow charge to 3-9 km/sec velocity. Tour
types of rupture may be observerd, depending on dimensions and speed of
the pellets. The threshoid thickness 60 of a through puncture of a filled
tube and the hole diameter DD in the wall are found to coincide with the
earlier determined 50 and D in a plate. The kinetic energy E of the impactor
is shown to be the determining factor of rupture. The diagrams of rupture
types can be used to predetermine rupture characteristics without an
experiment. Computation based on a quasi-one dimensional problem
indicated that the impact generated shock wave degenerates rapidly intc a
weak acouslic wave in distances as short as > 10 pellet radii from the

impact site.

Shubova, R. L., V. F. Shul'ga, and Yu. M.

Yarnpol'skiy. Apparatus for measuring

variations of ultra-long wave signal parameters

at spatially distributcd peints. IVUZ
Radioelektronika, no. 12, 1673, 83-85.

A compensator lype two-channel rhasemeter is described

for measuring amplitude and phasc © of 10-20 kiiz signals from one point,

&2 2
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or phase difference A© between signals from two or three geographic
points. The phasemcter includes a phase AFC system in which the
frequency of the received signal is mixed with the frequency of a

rubidium standard used as a reference oscillator. In contrast with the

Ch 1-29 and Ch 7-4 rececivers, a modulation type phase detector is “ised.
The a.c. output signal of the detector eliminates the need for a narrow-band

sclectors, thus eliminating the main source of error.

Results are given of calculations, system analog simulation,
and laboratory tests for the effect of noise interference on the recording
accuracy. The error of Ay recordings was found to be OAQ = 1% in the case
of radio rclay stations located within sighting range. The main technical

features of the system are alsc given.

Bunin, V. A. A signal transmitting and

receiving system, using gravitational waves.
Author's Certificate SSSR, no. 347937, published
Oct. 11, 1972 (RZhF, 1/74, no. 1Bl22 P).

(Translation).

The s bject system consisting of an emitter and a receiver
is introduced. The gravitational wave transmitter is a solid cylinder
ruspended in vacuum with a piezoelectric sensor of mechaniccl oscillations,
which is fastened to the cylinder or clamped between sections of it,
Selection of appropriate cylinder dimensions ensures resonance of mechanical,
clectrical, and gravitational oscillations. The transmitter is enclosed in a
shield with internal cooling and is mounted on a suspension which serves as
an acoustic filter. Gravitational waves incident on the receiver create a
mechanical strain which causes deformation of its piezoelectric pickup and
ultimately gencrates an electric output signal. The transmitter is excited by

a modulated source of mechanical or acoustic oscillation. To increase output

=31




power of the transmitted signal, dimensions of the clectromagnetic to
mechanical oscillation converter are preferably selected in a way to ensure
spatial resonance, i.e., cquality of phase velocities of the intercoavertible
oscillations. (Note: an earlier disclosure of a similar system was reported ]

by Bunin in Soviet Rz2search on Gravitational Radiation, Aug. 22, 1973, p. 32).

Gulyayev, Yu. V., A, A. Grinberg, N. i
Kramer, A. P. Korolyuk, V. F. Roy, and
E. M. Epshteyn. Acoustomagnetoelectric
effect. Otkr, izobr, 48/73, diploma no. 133,
claim file no. OT-6018, Sept. 10, 1971. 1

The subject of this disclosure is the phenomenon of rnagneto-
acoustical induction of a transvers e.m.f{. in a solid conductor placed in a
magnetic field. The induced e.m.{. is generated by acoustic wave interaction
with charge carriers in different energy states. The discovery offers a very
sensitive method of investigating energy states of free charge carriers. From
a practical viewpoint, it presents a theoretical basis for developmment of
sensitive ultrasonic detectors, as well as a me'hod for extreme cooling ol

a substance.

Ivanov, A. A., Yu. S. Sigov, and Yu. V.

Khodyrev. Nonlinear theory of plasma heating
by high-frequency radiation., DAN SSSR, v. 214,
no. 6, 1974, 1291-1294,

Results are presenied of a one-dimensional numerical
experiment with collective processes in a Vlasov plasma. inieracting with

a strong e-m wave of a frequency near the plasma electron frequency. The




plasma is considered to have an initia! Maxwellian distribution of components
and periodic boundary value conditions over some finite length L of a plane
plasma layer. The nonlinear mechanism of plasma heating with instability
development is studied for the cases of initial T =T, and T > T .

co 10 (+19] 10
Instability is considered as a breakdown of a transverse wave having a wave

number ko = 0 into a Langmuir wave and an ion-acoustic wave,

For the case of Tc\ : Tio’ under certain plasma rarameters,
Langmuir mode ocsciilations build up, while ionosonic oscillations rapidly
decay. A high noise level results in intensificationof the short-wave
vibrational spectrurn by the n.cchanisin of parametric buildup of new modes

(secondary wave instability).

At Tco> Tio' damping of ion oscillations is slow and 2 standing
ion acoustic wave arises in the plasma layer. Simuitaneously, particles are
ejecied by h-f pressure from the region with maximum Langmuir wave
amplitude. As a consequence, the wave spectrum acquires more short-wave
pulsations by the mechanisim of plasmon condensatc ‘ormation. In both cases,
the end result of the interaction is a fairly broad noise continuum which extends
the electron distribution function into the high phase velocity region, thus ‘l

contributing to a fast heating of electrons on account of quasilinear diffusion.

Ilustrative thecoretical plots show that an intense heating of ‘
electrons sets in and the ion distribution function beccmes noticeably distorted. I
In all numerical calculation variants the initial ion heating by nonlincar
scaltering of Langmuir oscilla‘ions is less efficient than quasilinear heating !
of electrons. It follows that the Tc >Ti situation is characteristics of h-f heating
of the plasimma. The number of fast non-Maxwellian electrons was calculated
to be 2.5% of the total number. The described technique made it possible

to observe initial pump energy transfer to long waves with k(km . This is

interpreted as the evidence of a modulation instability.




Juychagin, N. I. On changes in properties

of magnetized water. IVUZ Fiz., no. 2,
1674, 99-103.

The effect of a magnetic field H on aqueous systems is
studied theoretically, with allowance made for the aggregate structure
of water molecules. It is shown mathematically that reciprocal spatial
orientation of electron orbitals may be modified by interelectron
interaction and the field H, hence H may directly affect water molecules
by cheanging their dipole moment. An increase in dipole-dipole interaction
between water molecules promotes formation of larger and more stable

molecular aggregztes.

The change of aggregate volume from the effect of H is

evaluated from Bachinskiy's formula

U —wm ’ (1)

where Mand v are viscosity and specific volume of a nonassociated liquid,
respectively, @ is the voiume of water molecules near the melting point,

and C = 0.80705 x 10_3. Equation (1) is modified to take into account
aggregate disintegrating at increasing temperatures to 1062 ¢ Consequently,
w, and hence n decrease with increase in temperature, in agreement with

the handbook data for water n.

It is concluded that water property is o function of its
aggregate structure. Using the experimental water density and n data from
the literature, the author calculales thut the aggregate volurmme in a magnetic
field increases by 0.2%. Simultaneously, the lifetime of molecular aggregates
increases. The remanence of the magnetizced state persists aiter H is
removed until the agpregates disintegrate owinrg to molecule thermal motion.
Changes in dielectric constant and IR spectrum intensity of magnetized vater
and the solubility rate of nonpolar molecules in nragnetized water are alse

evaluated.
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Grishchenko, Ye. K. Modulaticn of sound by

light. Akusticheskiy zhurnal, no. 1, 1974,
128-129.

The possibility of modulating acoustic energy density was
investigated in an acoustic line, by optically altering the acoustic impedance
of the back loading of photosensitive piezosemiconductor emitters. One of

the possible variants of such modulation is shown in Fig. I. During
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Fig. 1. Optical modulation scheme.

1- Acoustic line; 2- piezo emitter;

3- hf-gencrator; 4- back loading of
piezo plate; 5- light source; 6- chopper;
7- drive motor.

illumination of the back load, the complex modulus of elasticity of the
piezosemiconductor crystal changes owing to its photoelectric properties, such
that during transition from the dark to illuminated state, the relative change

in elastic modulus is of the order of the square of electromechanical

coupling coefficient of the crystal. For CdS, for example, this value equals
1-2%. If the length of CdS crystal back load (4) equals 50-100 wavelengths,
then the transition from dark to illuminated state will develop an appreciable

change in acoustic impedance of the back load and consequently an effective

sound emission in the acoustic line.




The suggzsted method has been experimentally ver:ilied,
showing that effective sound modulation by light is practically realizable.

A description of the experimental procedure is outlined in detail.

Cstrovskiy, L. A., and Ye. N. Pelinovskiy.,

Nonlinear waves in inhomoreneous niedia with

dissipation. IN: Sb. Probl. difraktsii i

vasprostr. voln. no. 12, Leningrad, Leningr.
un-t, 1973, 44-51. (RZhF, 1/74, no. 1Zhl4).

(Translation)

Averaged equations are derived by means of an asymptotic
method for wave processes in nonlinear dissipative media with arbitrary
dispersions. This permits investigation of processes connecled with wave
transformations due to medium inhomogeneity and energy dissipation in
the system. Transformation processes are discussed of sinusoidal waves
into a succession of solitons cn a liquid surface in a zone with decreasing depth.
The effect of dissipation on the propagation of certain {ypes of waves are

outlined. Results of the analysis are compared with those of experiments.

Gavrilenko, V. G., G. A. Lupanov, and N. S.

Stepanov. Propagation of cleciromarsnetic waves

in inhomogeneously moving media. IN: Sb. Probl.

difraktsii j rasprostr. voln. No. 12. Leningrad,
Leningr. un-t. 1973, 129-134. (RZhY¥, 1/74, no.
1Zhl42) (Translation)

: Two effects are discussed: 1) reflection of e-m waves from

a region with lateral drift velocity gradient, and 2) instability of surface
g Yy g y




waves, propagating along jet flows in plasma. An expression is obtained
for reflection coefficient at the boundary of stationary and moving plasmas.
Dispersion equations are derived for surface waves propagating along the
jet in a stationary plasma, and their solutions are shown to be unstable. A
general case is also considered for which the velocity gradient of the motion

has a defined limit.

Vardanyan, R. A., and B. I. Ivlev. Effect of
laser radiation on superconductivity., ZhETEF,

v. 65, mo. 6, 1973, 2315-2326.

This is a theoretical analysis of the nonequilibrium state
created by single-sided laser illumination of superconducting thin or thick
films. The magoitude of the magnetic vector is assurned to be less than
superconductivity destruction threshold, so that the Jouile effect from
radiation is insignificant. In each casec the quasiparticle distribution function
n (¢) was evaluated from the Eliashberg kinetic equation and an exact
formula of the energy gap variation ([:o - /.\/Ao) caused by the nonequilibrium
addition of n' (¢) to n (€) was derived in the framework of the BCS theory in

agreement with the Rothwarf{-Taylor phenomenological theory.

In the case of a thin filim of thickness d less than the
optical penetration depth 0, it is shown that at temperature T <4 the major
part of n' (€) is localized directly above the threshold and (AO - b) /L\o depends
on T at a given radiation power. In the cases of a thick film (d»5) a
diffusional term added to the Eliashberg cquation accounts for spatial
inhomogencity. It is shown that in the latter casc, n'(¢) and Lover a
sufficiently long distance and low T depend on the coordinate z. The main
feature of the derived solutions is a high 6 which is many times greater than
the superconducting coherence length go = (l’)/,_"};)l/z. The temperature

dependence of AO ~ A(z)/Ao is different from that in the case of a thin filmm,
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with the maximum being at To’ when 0= z - Criteria for applicability

i

of the derived formulas are given.

The behavior of superconducting filins is further analyzed in
particular cases of increased numbers of quasiparticles owing to electron-
electron interaction and at radiation [requency equal to A. In agreement
with the experiment in the former case superconductivity is inhibited by
laser radiation at a high pump frequency, and in the latter case, nonlinear

properties are enhanced.

Mende, F. ¥., N. N. Prentslau, O. P.
Kozlovskiy, and I. N. Bondarenko. Using
superconducting resonators for highly sensitive
FM detection. IN: Tr. Fiz.-tekkn. in-t nizk.
temperatur AN USSR, no. 22, 1973, 80-84.
(RZhF, 11/73, no. 11Zh392). (Translation)

A method is described which makes it possible to increase
sensitivity significantly and also widen the measurable deviation bands for
FM detection. The principle used is the transfer of fluctuations to the r-f
region, which does not require a heterodyne SHF generator. Frequency
conversion is obtained in converters in which a superconducting resonator is
used in the form of a passive frequency standard. The conversion factor of
SHF fluctuations in r~f regions for type one converters is close to unity, and

for type two, mlO2 - 103.

-20-




Mende, F. F., A. I. Ivanov, and V. D, Sinenko.

Investigating the properties of superconducting

helical resonators. IN: ibid., 27-34. (RZhF,
11/73, no. 11Zh372). (Translation).

Superconducting helical resonators were studied theoretically
and experimentally in the 5uU-400 MHz frequency range. Resonant frequency
and frequency dependence of the Q-factor are calculated. Resonator construction
and experimental procedures are described, and test results are presented.
The Q obtained was found significantly higher than that of the usual helical

resonators, recaching values of 0.42 x 107,

Kulinyak, D. Stronger than steel [basalt fiber]

Promyshlennost' Byelorussii, no. 4, 1974, 52.

Properties are described of basalt fibers produced at a
Kiyev rescarch laboratory for structural materials. The fiber composition is
stronger than steel, shows exceptional vibration isolation properties and
a temperature insulation range from -260 to +1000°, as well as resistance
to chemical attack., Whilec many special applications are forescen for basalt
fiber, such as in spacecraft, its more immediate use as a common building
material is proposed. A 5-cm thick panel of pressed basalt fiber has sound
and heat isolation properties equal to a brick wall one meter thick; it is

estimated that an average apartment room with this type of panelli<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>